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General information  

1.1. Fastening type 
 
 
 
 
 
 
 
 
 
 
 
  

 

Concealed fastening by rear side screw fastening with UNIA 4.2 x 28 / 33 mm 
system screws - screw-in depth 17 / 22 mm 
 
Direct screwing into the wooden substructure  
with system screws UNIA 4.8 x 47 mm - screw-in depth 36 mm 
 
This type of fastening is suitable for native and modified wood species.  
species of wood - installation according to the assembly guide 
 
Area of application: Cladding such as battens or boards that are arranged 
with an open joint such as privacy screens, cladding for carports and 
horizontally oriented design facade elements. 
 

1.2 Material 

 

- FASADO 
  Aluminum EN AW 6060 T66 
  Surface powder coated RAL 9005 black 
 

- System screw UNIA stainless steel 1.4016 - see data sheet UNIA 
  

1.3 Dimensions   FASADO length 360 mm - according to the following graphics 

 
1.4 Tensile tests 
The limit values are determined by tensile stress loading. The mechanical 
property of the load-bearing capacity and the deformation behaviour were 
determined via a node.  
 
  

 

 
  
 
  
 
 
 
 
 
 
 

1.  Unique identification code of the product type FASADO Facade connector 

2.  Label for identification of the product Type description: See product packaging 

3.  Intended purpose of use Concealed connector for facade boards 

4.  Manufacturer FIXINGGROUP GmbH  

5.  Test method for evaluating and monitoring performance 
Tensile and shear tests 
Determination of limit values and deformation behavior 

6.  Harmonized standard - CE declaration of conformity mark Not subject to declaration of conformity 

7.  Declared performance According to the table below 

Depending on the size of the cladding profiles and the joint spacing, several cladding 
boards can be fastened to the connector. Edge distances of at least 20 mm on the 
underside and 15 mm at the top = 325 mm working length of the Facade connector  
see assembly instructions. 
 

Before starting production, installation tests must be carried out to ensure functionality 
and ease of installation. 
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FOR INTERNAL USE ONLY  
All statements are based on our current knowledge and experience - no guarantee can be derived from our statements.  
The suitability of the product for a specific application can only be guaranteed by our own tests and trials. Installation is in accordance with the manufacturer's specifications,  
Tips and tricks, installation instructions, technical rules, guidelines and country-specific regulations. Before installation, local conditions (e.g. wind load) and local building 
regulations must be approved by an expert.  The correct processing and installation of our products is beyond our control and therefore not our responsibility. Errors, modifications 
of the product range and technical changes are reserved. 

Fmax Tensile Fshearing S Fshearing S

TEST 1 4,52 1,04 2,0 1,49 4,0

TEST 2 4,47 0,77 2,0 1,27 4,0

TEST 3 4,58 0,80 2,0 1,27 4,0

TEST 4 4,34 0,73 2,0 1,31 4,0

TEST 5 5,03 0,95 2,0 1,36 4,0

Mean value 4,59 0,86 2,0 1,34 4,0

Minimum 4,34 0,73 2,0 1,27 4,0

Maximum 5,03 1,04 2,0 1,49 4,0

Fmax Tensile Fshearing S Fshearing S

TEST 1 4,07 0,80 2,0 1,07 4,0

TEST 2 3,06 0,63 2,0 1,03 4,0

TEST 3 4,40 0,61 2,0 1,15 4,0

TEST 4 4,69 0,57 2,0 0,99 4,0

TEST 5 4,01 0,51 2,0 0,99 4,0

Mean value 4,04 0,62 2,0 1,05 4,0

Minimum 3,06 0,51 2,0 0,99 4,0

Maximum 4,69 0,80 2,0 1,15 4,0
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Test values in conjunction with UNIA 4.8 x 47 mm system screw - screw-in depth 36 mm
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Test values in conjunction with UNIA 4.8 x 47 mm system screw - screw-in depth 36 mm

FASADO

Test values 
Substructure Spruce

FASADO

Test values 
Substructure Larch

F Force [kN] | S Def. [mm]

 
 
 
 
 
 
  

 
 

 
  
  
 

 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 

 
 
 
 
 
 
 
  
  
 
 
  
 
  
 
 


