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PRODUCT DATASHEET  
GUMO K® Protection and isolation tape 
30.11.2020 This copy is not subject to the print or paper form 

FOR INTERNAL USE ONLY  
All statements are based on our current knowledge and experience - no guarantee can be derived from our statements.  
The suitability of the product for a specific application can only be guaranteed by our own tests and trials. Installation is in accordance with the manufacturer's specifications,  
Tips and tricks, installation instructions, technical rules, guidelines and country-specific regulations. The correct processing and installation of our products is beyond our control and 
therefore not our responsibility. Errors, modifications of the product range and technical changes are reserved.  
 

 

 

General information 

1.1 Material 

 

Surface protection HDPE black  
Type of adhesive Butyl rubber grey 
UV stable, permanently water and deterioration resistant 
  

1.2 Description of intended product usage 

 

GUMO K protects and seals the substructure against dirt and water 
accumulation and neutralises the friction surface between a concealed 
connector and a metal substructure. 
 

1.3 Adhesive surfaces 

 

Very high adhesion to wood, aluminium, stainless steel, galvanised steel, 
composite materials, glass and concrete. The bonding surfaces should be 
largely dry and free of dust, oil and grease. 
 

1.4 Dimensions  

 

Roll 10 Meter  
Width 75 mm 
Thickness 0,6 mm 
 

 
 
  
 
 
 
 
 
 
 
 
 
 

1.  Unique identification code of the product type GUMO K protection and isolation tape  

2.  Label for identification of the product Type description: See product packaging 

3.  Intended purpose of use  For decking and cladding substructures  

4.  Manufacturer FIXINGGROUP GmbH  

5.  Test method for evaluating and monitoring performance Test to determine the tearing resistance 

6.  Harmonized standard - CE declaration of conformity mark Not subject to declaration of conformity 

7.  Declared performance 7,5 kN/m 


