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FOR INTERNAL USE ONLY  
All statements are based on our current knowledge and experience - no guarantee can be derived from our statements.  
The suitability of the product for a specific application can only be guaranteed by our own tests and trials. Installation is in accordance with the manufacturer's specifications,  
Tips and tricks, installation instructions, technical rules, guidelines and country-specific regulations. The correct processing and installation of our products is beyond our control and 
therefore not our responsibility. Errors, modifications of the product range and technical changes are reserved. 
 

 

 

General information 

1.1 Material 

 

Tear-resistant polypropylene membrane 50g/m² 
Water permeable, breathable and 
UV Stable 
  

1.2 Dimensions 1,6 x 10 Meter 

1.3 Assembly recommendations 

 

The protective membrane is laid out overlapping each other to stop any 
capillary reactions, gravel can also be spread over the edges. To prevent 
waterlogging underneath the decking construction a gradient of at least 2° 
should be considered. 
 

 
 
 
 
  
 
 
 
 
 
 
 
 
 
 

1.  Unique identification code of the product type HELPO Ground cover membrane 

2.  Label for identification of the product Type description: See product packaging 

3.  Intended purpose of use Ground cover membrane to suppress unwanted vegetation below the decking  

4.  Manufacturer FIXINGGROUP GmbH  

5.  Harmonized standard - CE declaration of conformity mark Not subject to declaration of conformity 


