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1. Unique identification code of the product type

RELOV Ventilation drainage grate
RELO VA Supporting section

2. Label for identification of the product

Type description: See product packaging

3. Intended purpose of use

System accessories for decking construction

4. Manufacturer

FIXINGGROUP GmbH

5. Test method for evaluating and monitoring performance

Compression tests
Determination of limit values and deformation behaviour

6. Harmonized standard - CE declaration of conformity mark

Not subject to declaration of conformity

7. According to the table below

According to the table below

General information

1.1. Material

Aluminium EN AW-6060 T66 [EN755]

1.2 Surface finish

-RELOV Aluminium anodised E6/EV1 | RAL7016 Powder coated
- RELO VA Aluminium blank finish | RAL7016 Powder coated

1.3 Dimensions

RELOV L1.200xW 151 xH 20 mm
RELOVA L1.880xW 17 xH 18 mm

1.4 Compression tests
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RELO VH Ventilation profile bracket
1. Unique identification code of the product type RELO VB Ventilation profile endcap
RELO VU Height Adjustment Set

2. Label for identification of the product Type description: See product packaging
3. Intended purpose of use System accessories for RELO V

4. Manufacturer FIXINGGROUP GmbH

5. Test method for evaluating and monitoring performance Not subject to declaration of conformity

RELO VH Aluminium blank finish
6. Material RELO VB Aluminium eloxiert E6/EV1
RELO VU Recycled PP Polypropylene, black | UV and weather-resistant

7. Dimesions According to the following illustrations
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Excl. end to end joint
Loading test
F Force [kN] | S Def. [mm] F S F S Fmax S
o Center distance 450 mm 5,34 3 7,21 4 10,12 6
=]
= = E Center distance 500 mm 4,25 3 5,41 4 7,17 6
3
a Center distance 600 mm 2,29 3 2,89 4 3,93 6
Pressure distribution plate 100 x 240 mm
fe mm |
RELP e Incl. end to end joint
Loading test
F Force [kN] | S Def. [mm] F S F S Fmax S
' I o Center distance 450 mm 3,19 3 4,68 4 6,88 6
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L»_ : 1 g Center distance 500 mm 2,95 3 3,63 4 4,46 6
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I ‘ a Center distance 600 mm 1,59 3 2,00 4 2,51 6
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‘ Pressure distribution plate 100 x 240 mm | End to end joint RELO V between the substructure joists
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FOR INTERNAL USE ONLY
All statements are based on our current knowledge and experience - no guarantee can be derived from our statements.
The suitability of the product for a specific application can only be guaranteed by our own tests and trials. Installation is in accordance with the manufacturer's specifications,
Tips and tricks, installation instructions, technical rules, guidelines and country-specific regulations. The correct processing and installation of our products is beyond our control and
therefore not our responsibility. Errors, modifications of the product range and technical changes are reserved.
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